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Fig. 1: Heat Sink for Basler boost Cameras Overview; Dimensions in mm

The heat sink is delivered with two screws for mounting on a camera side. For optimum cooling 
results, Basler recommends to use two heat sinks on either camera side, as shown in Figure 2.

Order Number Description Applicable Cameras

2200000317 One heat sink for Basler boost cameras, with 
two fastening screws

Basler boost

Table 1: Heat Sink Type
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Fig. 2: Mounting Two Heat Sinks on a Basler boost Camera - One Heat Sink on Each Camera Side

Physical Specifications

General Information 

Read the Basler Product Documentation including the safety warnings before mounting a heat sink. 
The Basler Product Documentation includes comprehensive information about installing and using 
the camera. 

Installation is explained in detail in the Quick Install Guide Basler boost CXP-12.

You can download the Basler Product Documentation and related documents for your camera free 
of charge from the Basler website: www.baslerweb.com.

Dimensions See Figure 1

Material Black anodized aluminum

Thermal resistance 2.8 K/W

Screws M4 × 12 - A2

Table 2: Physical Specifications

RoHS Compliance Yes

Warranty 1 year

Table 3: General Information 
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Revision History

Doc. ID Number Date Changes

DG00228601000 22 Oct 2019 Initial release of this document.
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