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Pyramid Imaging

Front/Back Light, Profile based SAH Series

A new series of red (amber, 617 nm) front lights,
with high intensive leds.

Together with a diffusor, this type can be used
as a high intensive back light or a front light with
very even light.

The size is from 51 mm x 84 mm to 207 mm x
408 mm.This light family is available in amber,
617 nm.

Very easy to customize applications.

Options: Brackets, Diffusor

Mechanical dimensions Specifications
The front/back light can be used either for steady
16 state or strobe light together with LATAB control
- units. Supplied with 1 meter cable as standard,
T L L [e)) longer cable on demand, see section Options.
®) ] ,
™ O CE approved and RoHS compliant.
©)

Ordering information

Color Model Controller*
Amber 617 nm SAH7 XXYY See table

Table on next page:
XX = width, YY=length

Accessories
Split diffusor: add suffix “S”
Brackets, see section Options




Dimension table for SAH7 XXYY

XX

(0]5) 0602 | 0603 | 0604 | 0605 | 0606 | 0607 | 0608 | 0609 | 0610 | 0612 | 0614
08 0802 | 0803 | 0804 | 0805 | 0806 | 0807 | 0808 | 0809 | 0810 | 0812 | 0814
10 1002 1003 1004 1005 1006 1007 1008 1009 1010 1012 1014
12 1202 1203 1204 1205 1206 1207 1208 1209 1210 1212 1214
14 1402 1403 1404 1405 1406 1407 1408 1409 1410 1412 1414
16 1602 1603 1604 1605 1606 1607 1608 1609 1610 1612 1614
18 1802 1803 1804 1805 1806 1807 1808 1809 1810 1812 1814
20 2002 | 2003 | 2004 | 2005 | 2006 | 2007 | 2008 | 2009 | 2010 | 2012 | 2014
22 2204 | 2205 | 2206 | 2207 | 2208 | 2209 | 2210 | 2212 | 2214
24 2404 | 2405 | 2406 | 2407 | 2408 | 2409 | 2410 | 2412

26 2604 | 2605 | 2606 | 2607 | 2608 | 2609 | 2610

28 2805 | 2906 | 2807 | 2808 | 2809 | 2810

30 3006 | 3007 | 3008 | 3009 | 3010

32 3206 | 3207 | 3208 | 3209

Requires 1A steady state controller/ 8A strobe control units.
Requires 3A Steady state controller/ 24A strobe control units.
Requires 2 pcs 3A Steady State controller/ 2 pcs 24A strobe control units.

Order example:

For dimension 87 mm x156 mm order SAH7 1204 (see table above)

Length and width in mm, outer dimension.
For active light area reduce 12 mm in length and width.
The highth of the profile is 30 mm.

Accessories:

Brackets, see section Option
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